' 175-3
Sanitized Copy Approved for Release 2011/07/27 : CIA—RDP80—00809A00060005Q ‘
. | 25X1

25X1

CLASSIFICATIN SECRET - rtarzon
CENTRALINTELUGENCE AGENCY ”REPQRT’NO.
INFORMATION ‘ REPORT

COUNTRY  Poland | "DATEDISTR. , g8 Sk

SUBJECT  Cockpit Layout and’ Operation of the NO. OF PAGES 3
MIG-15 (RDfMS‘powered) v

PLACE X1 NO. OF ENCLS.
A(%UIRED 25 (LISTED BeLow

OATE SUPPLEMENT A
ACQUIRED BY SOURCE REPORT NO.
DATE OF INFORMATTON 25X1

THIS IS UNEVALUATED INFORMATION

S

SOURCE

2. Give a complete and detaileg description of the operations performed
ir closing the canopy of a MIG-15 (RD-45 powered) from insid. the
iirplane.

In closing the canopy frowm e inside, the pilot 81ts in his aeat
and uses both hands to close the. canopy.

What causes the three atmosphere irdlication on %he gauge when the
canopy is sealed?

The varee atmosphere Indicates tha* the Canopy 1s closed. Aan indica.
tlon on the gauge must overlap ano“her Tixed point on the sauge in
order for the canopy to bte sealed,

Please cell in devail what operations are performed to release the
canopy for emergency ejection, .

Many levers have a red dangceor Tlag wh

lever can pe rushed forward,

accidental opening of ti

flight. When the lever i A ; sengages
the canopy locks and throws the canopy rearward. Once th» canopy 1is
in 1ts most rearwarg position, the pllotv sits comforstably in the seat,
places his fect s0lidly on the pedals and pressee the ejJection button
located on the underside of the right arm rest.

Glve a complete ana detalled description ¢f the ejection seat sho'ing:
the exact location of the e¢jection firing busten.

[;;;;::;::::‘the following skeiches showlng a side view (rizht) and a
- View of the cJjection Seat .

€. T - -c------------Danger Fiug
Tt e Ccanocpy Rel -s> Icrep {red)
-=---Ejection ¥!»'ng Rutton (red)

T T messsseeeaeo-8teel Arm Dest

SIDE ViEW (Rici.)

CLASSIFICATION SECRET/ECURI.Y INFCREAY TON
- EV OISTRIBUTION
[ 1

i S —
Sanitized Copy Approved for Release 2011/07/27 : CIA-RDP80-00809A000600050



Sanitized Copy Approved for Release 2011/07/27 : CIA-RDP80-00809A000600050175-3

25X1
? SECRET/SECURITY INFORMATION
-3
~ --Ejection Track
------ ueather Back Rest
Danger Flag--—___.. ———— ‘
EJectlon Firing Button----g3dP /5 famemmme Ejection Track Wheels
Canopy Release. Leverwe-w-«
-------------------- Stecel Arm Rest
l - -Foot Rest

) i
FRONT VIEW

&

Does the seat have foot stirrups, arm, and head rests?
No faot stirrups, but there_are arm and head rests.

Is the seat adjustable vertically and horizontally?

> o

The 3eat 1s adjustable vertically only.
5. J. Is the airplane serviced with alr before every flight?

A. The plane is serviced with air before every flight; 120 minimum
atmosphere pressure before take-off.

(0
e

Where in the airplane is the battery located?

; A. The battery is in the nose of the airplane, directly in front of
the piiot.

7. Q. Give a complete and detailed description of the preflight inspection.
A general inspection fe made hv the nilot, Detailed inaneantion 1=
made by mechanics. In the pilot's general inspection, all vents and air
holes rmst be ingpected; secondly the wheels are inspocted; lastly
the pilot checke the cablin and instrument panel.

8. Q. Give locations and means of opening all inspection doors.

A. Inspection doors Wv&. 25X1
25X1.

Sanitized Copy Approved for Release 2011/07/27 : CIA-RDP80-00809A000600050175-3



600050175-3
Sanitized Copy Approved for Release 2011/07/27 : CIA-RDP80-00809A000 | “

25X1

SECRET/SECURITY INFORMATION
-3~

Does the air pressure gauge read 8 atm or 8 x 10 atm when the air-
blane is servliced with air?

ence whether th
tarting button,

A. [Frow an avai%able sketah SYUNCS Was unable to
are deprsssey prioe to_starting.
buttons to be Gepressed before star

During €ngine Tun~up znd at
how 1is the generator checied
should the o131 bressurc ba? What shoy

If the voltage meter reads between 26 and 28, the generator .is
considered to;be_funqtionlng broperly,- 011 pressure reading on

the RD-45 should be Uetwean 3 to.5 atmospheres with.§ atmoapheres as
maximun, According to instructions, fuel pressure should be 72 atmos-
pheres, however, in bractice 50 to 60 atmospheres is acceptable,

are you certain that the gear selector valve handle 1e mountea below
the instrument panel?

Yes, that is the correct location.

Describe in detaill the capt used to supply power for starting the
aircraft's turbine,

Tie old-type cant was a two-wheeled cart capable of 8upplying power
for one plane. The new type 1s a complete truck capable of Servicing
two planes simultaneously.

It 1s mentioned that fuel 1s drained prior to starting the engine, To
do this is 1t nhecessary to open the doors or remove the cover plates
which are located to the right ang left of the engine on the undep-

fide of the fuselage?
I do not know,

Describe the truck which was used to transport the disassembled
alrplane,

A four-wheeleg flat -apt, is attached to a truck and pulled away,
The fuselage is placed on the capt and secured to the cart with
leather straps. The cart can be elevated or lowered to the desgired
helight,
To what statie height 15 the main shock strut inflated?

A. I do not know,

-end-

Sanitized Copy Approved for Release 2011/07/27 : CIA-RDP80-00809A000
| Sanitized Copy Approved for Release 2011/07/27 : CIA-RDP80-00809A000600050175-3 |



